THE MAGAZINE OF STANDARDS, JULY 1957, IN TWO PARTS — PART 2 


Cumulative Supplement to 


Price List of American Standards, Spring, 1956 


July, 1957 


These 235 new and revised American Standards include only those American Standards which 
have been approved and published since Spring, 1956. 


D6.1-1955 


D7.1-1956 


A6.1-1956 
A49.3-1956 


A62.1-1957 
A69.1-1956 
A74.1-1956 
A75.1-1956 
A101.1-1956 


A102.1-1956 
A104.1-1956 
A107.1-1956 


K62.1-1956 


278.1-1957 


B75.1-1956 
N1.1-1957 


C1-1956 
C€6.1-1956 


Automotive 


Manual on Uniform Traffic Control De- 
vices for Streets and Highways, with 
Supplement 

Inspection Requirements for Motor Vehicles 

° 


Building and Construction 


Drain Tile, Specifications for (ASTM C4-55) 

Gypsum Plasters, Specifications for (ASTM 
C28-55) 

Coordination of Dimensions of Building 
Materials and Equipment, Basis for the , 

Gypsum Wallboard, Specifications for 
(ASTM C36-55) 

Structural Clay Load-Bearing Wall Tile, 
Specifications for (ASTM C34-55) 

Concrete Building Brick, Specifications for 
(ASTM C55-55 

Ceramic Glazed Structural Clay Facing Tile, 
Facing Brick, and Solid Masonry Units, 
Specifications for (ASTM C126-55T) .... 

Vitrified Clay Filter Block for Trickling Fil- 

ters, — cations for (ASTM C159-55) .. 

Terms — to Structural Clay Tile, 
Definitions of (ASTM C43-55) 

Inorganic Aggregates for Use in Interior 
Plaster, Specifications for (ASTM C35-54T) 


Containers 


Oblong Oil Cans, Requirements for 


Chemical 


Acceptance of an American Standard Com- 
mon Name for a Pest Control Chemical, 
Procedure for the 

Selected Values of Physical and Thermody- 
namic Properties of Hydrocarbons and 
Related Compounds 


Definitions and Terms 
Conveyor Terms and Definitions 
Nuclear Science and Technology, Glossary 
of Terms in 
Electrical 


National Electrical Code (NFPA 70) 1 
Terminal Markings for Electrical Apparatus 1 


@C7—Bare Wire 


C€7.5-1956 


Bronze Trolley Wire, Specifications for 
(ASTM B9-55) 


00 
00 


C7.6-1956 Copper Trolley Wire, Specifications for 
(ASTM B47-55) 

C7.9-1956 Soft Rectangular and Square Bare Copper 
Wire for Electrical Conductors, Specifica- 
tions for (ASTM B48-55) 

C7.10-1956 Hard-Drawn Copper Alloy Wires for Elec- 
trical Conductors, Specifications for 
(ASTM B105-55) 

C7.11-1956 Figure-9 Deep-Section Grooved and Fig- 
ure-8 Copper Trolley Wire for Industrial 
Haulage, Specifications for (ASTM B116- 
55) 

C7.20-1956 Hard-Drawn Aluminum Wire for Electri- 
cal Purposes, Specifications for (ASTM 
B230-55T) 

C7.21-1956 Concentric-Lay-Stranded Aluminum Con- 
ductors, Hard-Drawn and Three-Quarter 
Hard-Drawn, Specifications for (ASTM 
B231-55) 

C7.22-1956 Concentric-Lay-Stranded Aluminum Con- 
ductors, Steel-Reinforced (ACSR), Speci- 
fications for (ASTM B232-55T) 

C7.23-1956 Rolled Aluminum Rods (EC Grade) for 
Electrical Purposes, Specifications for 
(ASTM B233-55) 

C7.28-1955 Standard Weight Zinc-Coated (Galvanized) 
Steel Core Wire for Aluminum Conduc- 
tors, Steel Reinforced (ACSR), Specifica- 
tions for (ASTM B245-55) 

C7.34-1956 Zinc-Coated (Galvanized) Steel Core Wire 
(with Coatings Heavier Than Standard 
Weight) for Aluminum Conductors, Steel 
Reinforced (ACSR), Specifications for 
(ASTM B261-55) 

C7.35-1956 Three-Quarter Hard Aluminum Wire for 
Electrical Purposes, Specifications for 
(ASTM B262-55) 

€7.36-1956 Standard Nominal Diameters and Cross- 
Sectional Areas of AWG Sizes of Solid 
Round Wires Used As Electrical Conduc- 
tors, Specifications for (ASTM B258-51T) 


@C8—Insulated Wire 


C8.12-1956 Cotton Braid for Insulated Wire and Cable 
for General Purposes, Specifications for . 


@C16—Radio 


C16.28-1956 Pulse Quantities, Methods of Measurement 
of (55 IRE 15. S1) 


C33.2-1956 Transformer-Type Arc-Welding Machines, 
Safety Standard for (UL 551) 

C€33.3-1957 Cord Sets and Power-Supply Cords, Safety 
Standard for (UL 817) 


€33.4-1956 Specialty Transformers, Safety Standard for 
) 1 


(UL 506 
€33.5-1956 Wire Connectors and Soldering Lugs, Safety 
Standard for (UL 486) 
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Rubber-Covered Wires and Cables, Safety 
Standard for (UL 44) 

Electrically Heated Pads and Bedding, 
Safety Standard for (UL 130) ......... 


C33.6-1957 


C33.7-1957 


@C37—Power Switchgear 


C37.2-1956 Automatic Station Control, Supervisory, and 
Associated Telemetering Equipments ,, , 

Schedules of Preferred Ratings for Alter- 
nating and Direct Current Low Voltage 
Air Circuit Breakers 

Preferred Pick-Up Calibrations and Trip 
Delay Settings for Alternating Current 
Low Voltage Air Circuit Breakers 


C37.16-1956 


C37.17-1956 


@C39—Electrical Measuring Instruments 


C39.4-1956 Automatic Null-Balancing Electrical Meas- 
uring Instruments, Specifications for .... 


@C57—Transformers, Regulators, and Reactors 


Distribution, Power, and Regulating Trans- 
formers, and Reactors Other Than Cur- 
rent-Limiting Reactors, Requirements, 
Terminology, and Test Code for 


Three-Phase Load-Tap-Changing Trans- 
formers, 67,000 Volts and Below, 1,000 
kva Through 10,000 kva, ee ae 
for (Propésed American Stan 
lished for Trial and Criticism) 

Step-Voltage and Induction-Voltage Regula- 
tors, Requirements, Terminology, and 


€57.12-1956 


C57.12 
(Section 30) 


C57.15-1949 


Test Code for (1957 Editorial Consolida- 
2 


tion with C57.25-1949) 


@C59—Insulating Materials 


Laminated Thermosetting Materials, Speci- 
fications for (ASTM D709-55T) 

Vulcanized Fibre Sheets, Rods, and Tubes 
Used for Electrical Insulation, Specifica- 
tions for (ASTM D710-54T) 


C59.16-1956 


€59.29-1956 


@ C60 — Electron Tubes 


Electron Tube Bases, Caps, and Terminals 
(NEMA 500-D; RETMA ET-103-D) ... 
Dimensional Characteristics of Electron 

Tubes (NEMA 502-C; RETMA ET-105-C) 
Gauges for Electron Tube Bases (NEMA 
503-C; RETMA ET-106-C) 


Lightning Arresters for Alternating-Current 
Power Circuits (AIEE 28) 

Brushes for Electrical Machines (Carbon, 
Carbon-Graphite, Electrographitic, Graph- 
ite, and Metal-Graphite Brushes), Re- 
quirements for (NEMA CB1-1956) 


C60.1-1956 
C60.2-1956 


C60.7-1956 


€62.1-1957 


C64.1-1956 


@ C78 — Lamps 


General Service Incandescent Lamps for 
115-, 120-, and 125-Volt Circuits 

Miniature Incandescent Lamps 

A-25 Bulb, Medium Screw Base Incandes- 
cent Lamps 

A-23 Bulb, Medium Screw Base Incandes- 
cent Lamps (Over-All Length—Maximum 
654 Inches, Minimum 5% Inches) 

40-Watt T-12 Preheat Start Fluorescent 
Lamp, Dimensional and Electrical Char- 
acteristics of 

40-Watt T-12 Rapid Start Fluorescent Lamp, 
Dimensional and Electrical Characteris- 
tics of (Proposed American Standard) ,.. 


C€78.100-1956 
C78.140-1956 
€78.252-1956 
€78.253-1956 


C€78.408-1956 


€78.700 


ard: Pub- 


75 
75 
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25 


25 


25 


25 


€78.701-1956 72 Inch T-12 Rapid Start (Mogul Bipin) 
ee Lamp (For Street Lighting 


@C82—Fluorescent Lamp Ballasts 


C82.1-1956 Fluorescent Lamp Ballasts, Specification for 
C82.3-1956 Fluorescent Lamp Reference Ballasts, Speci- 
fication for 


@C83—Components for Electronic Equipment 


Numerical Values of Components for Elec- 
tronic Equipment, Color Coding for 
(RETMA GEN-I01-A) 

Panel Mounting Racks, Panels, and Asso- 
ciated Equipment, Nomenclature and Di- 
mensions for (RETMA SE-102) 

Rectangular Waveguides, Requirements for 
(RETMA TR-108-A) 

Metal Encased Fixed Paper Dielectric Ca- 
pacitors for D-C Application, Require- 
ments for (RETMA TR-113-A) 

Cable Connectors for Audio Facilities for 
Radio Broadcasting, Requirements for 
(RETMA TR-118) 

Wire-Wound Power-Type Rheostats, Re- 
quirements for (RETMA TR-133) 

Rigid Coaxial Transmission Lines—50 Ohms, 
Requirements for (RETMA TR-134) . 
Electrolytic Capacitors (For Use Primarily 
in Transmitters and Electronic Instru- 
ments), Requirements for (RETMA 


C83.1-1956 
C83.9-1956 


C€83.10-1956 


C83.11-1956 
C€83.12-1956 


C83.13-1956 
C83.14-1956 


C83.15-1956 


Focal Spot Size of Diagnostic X-ray Tubes 
(Not Exceeding 150 PKV), Method of 
Measurement of (Federal Standard No. 


C90,1-1957 


Ferrous Metals and Metallurgy 


Zinc (Hot-Galvanized) Coatings on Products 
Fabricated from Rolled, Pressed, and 
Forged Steel Shapes, Plates, Bars, and 
Strip, Specifications for (ASTM A123-53; 
AASHO M111) 

Zinc-Coated (Galvanized) Iron or Steel 
Sheets, Coils, and Cut Lengths, Specifica- 
tions for (ASTM A93-55T) 

Structural Rivet Steel, Specification for ... 

Steel for Bridges and Buildings, Specifica- 
tions for (ASTM A7-55T; ASME SA-7) . 

Gray Iron Castings, Specifications for 
(ASTM A48-56; ASME SA-48; AASHO 
M105) 

Lightweight and Thin- Sectioned Gray Iron 
Castings, Specifications for (ASTM A190- 
ii ree 

Boiler Rivet Steel and Rivets, Specifications 
for (ASTM A31-55; ASME SA-31) 

Carbon-Silicon Steel Plates of Intermediate 
Tensile Ranges for Fusion-Welded Boilers 
and Other Pressure Vessels, Specification 
for (ASTM A201-54T; ASME SA 201) ... 

Chromium-Manganese-Silicon (CMS) Alloy- 
Steel Plates for Boilers and Other Pressure 
Vessels, Specification for (ASTM A202-56; 
ASME SA 202) 

Nickel-Steel Plates for Boilers and Other 
Pressure Vessels, Specification for (ASTM 
A203-56; ASME SA 203) 

Molybdenum-Steel Plates for Boilers and 
Other Pressure Vessels, Specification for 
(ASTM A204-56; ASME SA 204) 


G8.1-1956 


G21.1-1956 


G24.1-1956 


G25.1-1956 


G27.1-1956 


G28.1-1956 


G31.1-1956 


G32.1-1956 


G33.1-1956 


G34.1-1956 


50 


50 





G35.1-1956 


G38.1-1956 


G39.1-1957 


G41.1-1956 
G42.1-1956 


G46,1-1956 


G50.1-1956 


G52.1-1956 


G53.1-1956 
G53.2-1956 


G53.3-1956 


G53.4-1956 


G53.5-1956 


G53.6-1956 


G53.7-1956 


G53.8-1956 


G53.9-1956 


G53.10-1956 


G53.11-1956 


G53.12-1956 


G53.13-1956 


G53.14-1956 


ye) any hep Carbon-Silicon Steel 

lates for Boilers and Other Pressure Ves- 
sels, Specification for (ASTM A212-54aT; 
POPEM BIR) Sos vc ccc cnsevenen¥oece 

Carbon and Ailoy Steel Nuts for Bolts for 
High-Pressure and High-Temperature 
Service, Specifications for (ASTM A194- 
55T; ASME SA-194) , 

Structural Steel for Locomotives and Cars, 
Specification for (ASTM A113-56; ASME 
SA-113) .... 

Structural Silicon Steel, 
(ASTM A94-54) 

High-Strength Structural Rivet Steel, Speci- 

ication for (ASTM A195-52T) ......... 

Forged or Rolled Steel Pipe Flanges, Forged 
Fittings, and Valves and Parts for Gen- 
eral Service, Specifications for (ASTM 
A181-55T, ASME SA-181) 

Mild- to Medium-Strength Carbon-Steel 
Castings for General Application, Specifi- 
cations for (ASTM A27-55; AASHO 
M108) .... 

High-Strength Steel Castings for Structural 
te oy Specifications for =" 


Specification for 


yrs 9 ra Coatings of Zinc on Steel, 
Specifications for (ASTM A164-55) . 

Electrodeposited Coatings of Cadmium on 
Steel, Specifications for (ASTM A165-55). 

Electrodeposited Coatings on Nickel and 
Chromium on Steel, er for 
(ASTM AI166-55T) ....... 

Electrodeposited Coatings "of 
Chromium on Copper and fae -Base 
Alloys, Specifications for (ASTM B141-55) 

Electrodeposited Coatings of Nickel and 
Chromium on Zinc and Zinc-Base Alloys, 
Specifications for (ASTM B142-55) 

Chromium Plating on Steel for Engineering 
Use, Recommended Practice for (ASTM 
B177-55) 

Preparation of Low-Carbon Steel ‘for Elec- 
troplating, Recommended Practice for 
(ASTM B183-49) . 

Electrodeposited Coatings of Lead on n Steel, 
Specifications for (ASTM B200-55T) . 

Chromate Finishes on Electrodeposited Zinc, 
Hot-Dipped Galvanized, and Zinc Die- 
Cast Surfaces, Specifications for (ASTM 
B201-55T) , 

Preparation of High- ‘Carbon Steel for Elec- 
troplating, Recommended Practice for 
(ASTM B242-54) TTT E rE 

Preparation of Zinc-Base Die Castings for 
Electroplating, Recommended Practice 
for (ASTM B252-53) ........ 

Preparation of and Electroplating on Alu- 
minum Alloys, Recommended Practice 
for (ASTM B253-53) ........ 

Preparation of and Electroplating on Stain- 
less Steel, Recommended Practice for 
(ASTM B254-53) . 0... ccs cccveccccece 

Preparation of Copper and Copper-Base 
Alloys for Electroplating, Recommended 
Practice for (ASTM B281-53T) ........ 


Gas Burning Appliances 


Approval Requirements for Domestic Gas Ranges 


Z21.1.1-1956 Free Standing Units, VolumeI .......... 
2Z21.1.2-1956 Built-In Domestic Cooking Units, Volume 


eee eee eee eee eee eee ee eeee 
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Hotel and Restaurant Gas Ranges and Unit 
Broilers, Approval Requirements for ... 

Domestic Gas Clothes Dryers, Approval 
Requirements for 


Z21.3-1956 


Z21.5-1956 


Approval Requirements for Gas Water Heaters 

Z21.10.1-1956 Gas Water Heaters, Volume I (Revision of 
Z21.10-1953) 2.00 

Z21.10.2-1956 Side-Arm Type Water Heaters, Volume II, 2.00 


Gas-Fired Room 
quirements for 


Heaters, Approval Re- 


Z21.11-1956 


Approval Requirements for Central Heating Gas Appliances 
Z21.13.1-1956 Steam and Hot Water Boilers, Volume I ,, 2.00 
2Z21.13.2-1956 Gravity and Forced Air Central Furnaces, 
Volume I 
Z21.13.3-1956 Gravity and Fan 
Volume III 
Z21.13.4a-1956 Addenda to Gravity and Fan Type Vented 
Recessed Heaters, Volume IV, Z21.13.4- 


Type Floor Furnaces, 


Z21.16-1956 Gas Unit Heaters, Approval Requirements 

Domestic Gas Appliance Pressure Regula- 
tors, Listing Requirements for 

Addenda to Metal Connectors for Gas Ap- 
pliances, Listing Requirements for, Z21.24- 


Z21.18-1956 


Z21.24a-1956 


Z21.27a-1956 Addenda to Hotel and Restaurant Deep 
Fat Fryers, Approval Requirements for, 
Z21.27-1955 

Portable Gas Baking and Roasting Ovens, 
Approval Requirements for 2 

Gas Counter Appliances, Approval Require- 
ments for 

Z21.34a-1956 Addenda to Gas-Fired Duct Furnaces, / 

proval Requirements for, Z21.34-1955 ... 


Z21.28-1956 


Z21.31-1956 


Gaseous Fuels Testing 


Caloric Value of Gaseous Fuels by the 
Water-Flow Calorimeter, Method of Test 
for (ASTM D900-55) 


Z68.1-1956 


Materials and Testing 


Fire Tests of Building Construction and 
Materials, Methods of (ASTM E119-55).. 

Fire Tests of Door Assemblies, Methods of 
(ASTM E152-55T) 

Combustible Properties of Treated Wood 
by the Fire-Tube Apparatus, Method of 
Test for (ASTM E69-50) 

Combustible Properties of Treated Wood 
by the Crib Test, Method of Test for 
(ASTM E160-50) 

Gypsum and Gypsum Products, Methods of 
Testing (ASTM C26-56) 

Sampling and Testing Concrete Masonry 
Units, Methods of (ASTM C140-56) .... .30 

Pyrometric Cone Equivalent (PCE) of Re- 
fractory Materials, Method of Test for 
(ASTM C24-56) 

Fireclay Refractory Brick, Classification of 
(ASTM C27-56) 


A2.1-1956 
A2.2-1956 


A2.3-1956 


A2.4-1956 


A70.1-1957 


A84.1-1956 
(2 ed) 
A111.4-1956 


A111,5-1956 


Mechanical 
Life Tests for Single-Point Tools of Sin- 


B5.34-1956 
tered Carbide 





B6.7-1956 
B6.9-1956 
B6.11-1956 


B18.6.2-1956 


B47.1-1956 


20-Degree Involute Fine-Pitch System 
(AGMA 207.04) 

Design for Fine-Pitch Worm Gearings 
(AGMA 374.038) 

Inspection of Fine-Pitch Gears (AGMA 
236.04) 

Hexagon Head Cap Screws, Slotted Head 
Cap Screws, Square Head Set Screws, and 
Slotted Headless Set Screws (Partial Re- 
vision of B18.6-1947) 

Gage Blanks (CS8-51 together with 1955 
Supplement) 


Nonferrous Materials and Metallurgy 


H7.1-1956 


H23.1-1956 
H26.1-1956 
H27.1-1956 


H31.1-1956 


H35.1-1957 


N1,1-1957 


X2.4.3-1956 


K15.1-1956 
K34.1-1956 
K35.1-1956 
K45.1-1956 


K56.1-1956 


Z11.9-1956 


Z11.20-1956 


Z11.21-1956 


Z11.24-1956 


Z11.37-1956 


Z11.44-1956 


Z11.52-1956 


Copper and Copper-Alloy Forging Rod, 
Bar, and Shapes, Specification for (ASTM 
B124-55) 

Seamless Copper Water Tube, Specification 
for (ASTM B88-55) 

Seamless Copper Pipe, Standard Sizes, Speci- 
fication for (ASTM B42-55) 

Seamless Red Brass Pipe, Standard Sizes, 
Specification for (ASTM B43-55) 

Rolled Copper-Alloy Bearing and Expan- 
sion Plates and Sheets for Bridge and 
Other Structural Uses, Specification for 
(ASTM B100-55) 

Alloy Designation System for Wrought Alu- 


Nuclear 


Nuclear Science and Technology, on. 
of Terms in 


Office Supplies 


Ring, Memo, and Post Binder Sheet Sizes 
and Ring and Post Data (NOMA 
N4.3-1954) 


Paints and Varnishes 


Chemical Analysis of White Pigments, 
Methods of (ASTM D34-51T) 

Raw Linseed Oil, Specifications for (ASTM 
1234-55) 

Boiled Linseed Oil, Specifications for (ASTM 
D260-55) 

Titanium Dioxide Pigments, Specifications 
for (ASTM D476-48) 

Tinting Strength of White Pigments, Meth- 
od of Test for (ASTM D332-55T) 


Petroleum Products 


Water in Petroleum Products and Other 
Bituminous Materials, Method of Test for 
(ASTM D95-56T; AASHO T55) 

Saponification Number of Petroleum Prod- 
ucts by Color-Indicator Titration, Method 
of Test for (ASTM D94-56T) 

Copper Corrosion by Petroleum Products 
(Copper Strip Test), Method of Test for 
(ASTM D130-56) 

Flash Point by Tag Closed Tester, Method 
of Test for (ASTM D56-56) 

Knock Characteristics of Motor Fuels by 
the Motor Method, Method of Test for 
(ASTM D357-56) 

Vapor Pressure of Petroleum Products 
(Reid Method), Method of Test for 
(ASTM D323-56) 

Oil Content of Petroleum Waxes, Method 
of Test for (ASTM D721-56T) 
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Z11.69-1956 


Z11.71-1956 


Z11.83-1956 


Z11.93-1956 


Knock Characteristics of Motor Fuels by the 
Research Method, Method of Test for 
(ASTM D908-56) 

Olefinic Plus Aromatic Hydrocarbons in 
Petroleum Distillates, Method of Test 
for (ASTM D1019-56T) 

ASTM-IP Petroleum Measurement Tables, 
Standard (ASTM D1250-56) (IP 200/52) . 

Evaporation Loss of Lubricating Greases and 
Oils, Method of Test for (ASTM D972-56) 


Photography and Motion Pictures 


@ Cameras 
PH1.26-1956 


Photography 


Dimensions for Film Packs 


@Films, Plates, and Papers 


PH1.23-1956 
PH1.27-1956 


PH2.3-1956 


PH2.8-1956 


PH2.9-1956 


Dimensions for Photographic Dry Plates 
(Inch and Centimeter Sizes) 

Requirements for Spooling Photographic 
Paper for Recording Instruments 

Method for Determining the Actinity or the 
Relative Photographic Effectiveness of 
Illuminants 

Method for the Sensitometry of Industrial 


X-ray Films for Energies up to Two 
1 


Million Electron Volts 
Method for the Sensitometry of Medical 
X-ray Films 


@ Processing and Processing Equipment 


PH4.11-1956 


PH4.14-1956 


Method for Determining the Melting Point 
of a Non-support Layer of Films, Plates, 
and Papers in Distilled Water 

Definition of a Fine Grain Developer . 


Photographic Grade Chemicals 


@ Developing Agents 


PH4.125-1956 


PH4.128-1956 


PH4.130-1956 


PH4.132-1956 


PH4.133-1956 


PH4.134-1956 


@ Alkalies 


Mono-Methyl-Para-Aminophenol Sulfate 
(Armol, Elon, Genol, Graphol, Metol, 
Photol, Pictol, Rhodol, Veritol) 

Para-Hydroxyphenylglycine (Athenon, Gly- 
cin, Iconyl, Monazol) 

Pyrogallic Acid (1,2,3-Trihydroxybenzene, 
Pyro, Pyrogallol) 

Para-Phenylenediamine 
zene) 

Para-Phenylenediamine Dihydrochloride 
(1,4-Diaminobenzene Dihydrochloride) . 

Chlorohydroquinone (2-Chlor-1,4- Dihydrony- 
benzene, Adurol, Chlorquinol, C.H.Q.) . 


(1,4-Diaminoben- 


Sodium Hydroxide 
Potassium Hydroxide 
Potassium Carbonate 


PH4.225-1956 
PH4.226-1956 
PH4.229-1956 
PH4.232-1956 


@Restrainers and Antifoggants 


Inorganic 


PH4.202-1956 
PH4.203-1956 


Potassium Chloride 
Sodium Chloride 


Organic 


PH4.205-1956 
PH4.206-1956 


5-Methylbenzotriazole 
6-Nitrobenzimidazole Nitrate 
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@Bleaching Agents 


PH4.177-1956 


These are alphabetically indexed according to subject matter. 


Sodium Thiocyanate 


Motion Pictures 


@ Apertures, Printer 


PH22.48-1956 


16mm Contact (Positive from Negative) ... 


@ Apertures, Projector 


PH22.104-1957 35mm, Anamorphic, 2.55:1 


@Film Dimensions 


PH22.71-1957 
PH22.72-1957 
PH22.34-1956 


32mm, 2R-3000 
32mm, 4R-3000 
35mm, BH-1870 


PH22.102-1956 35mm, CS-1870 


@Film, Usage, Camera 


PH22.9-1956 


16mm, 2R 


@Film Usage, Projector 


PH22.10-1956 


l6mm, 2R 


PH22.103-1957 35mm, Anamorphic, Magnetic Stripe 
@Sound, Magnetic 


PH22.88-1956 
PH22.97-1956 


8mm Stripe 
200 Mil Stripe 


PH22.101-1956 |6mm,2R 30 Mil Stripe 


B36.1-1956 


B36.3-1956 


B36.4-1956 


B36.5-1956 


B36.9-1956 


B36.12-1956 


B36.13-1956 


B36.14-1956 


B36.15-1956 


B36.16-1956 
B36.17-1956 


B36.18-1956 


B36.19-1957 
B36.23-1956 


Pipe and Tubing 


Welded and Seamless Steel Pipe, Specifica- 
tions for (ASTM A53-55T; ASME SA-53) 

Seamless Carbon-Steel Pipe for High-Tem- 
perature Service, Specifications for (ASTM 
A106-55T; ASME SA-106) 

Electric-Fusion (Arc)-Welded Steel Plate 
Pipe Sizes, 16 in. and Over, Specifications 
for (ASTM A134-54) 

Electric-Resistance-Welded Steel Pipe, Speci- 
fications for (ASTM A135-55T; ASME 
SA-155) .....0. 

Electric-Fusion (Arc)- Welded Steel 
Sizes 4 in. and Over, cn. ly for 
(ASTM A139-55) . 

Seamless Steel Boiler Tubes, Specifications 
for (ASTM A83-55T; ASME SA-83) .... 

Electric-Resistance-Welded Steel and Open- 
Hearth Iron Boiler Tubes, Specifications 
for (ASTM A178-55T; ASME SA-178) .. 

Seamless Steel Boiler Tubes for High- 
Pressure Service (ASTM A192-55T; ASME 
SA-192) ... 

eo Seamless Steel Boiler and 

Songer Tubes, Specifications for 
(A M A210-55T; ASME SA-210) 

Spiral- Welded Steel or Iron Pipe, Specifica- 
tions for (ASTM A211-54) 

Seamless Alloy Steel Boiler, Superheater, 
and Heat Exchanger Tubes, Specifications 
for (ASTM A213-55T; ASME SA-213) . 

Electric-Resistance-Welded Steel Boiler and 
Superheater Tubes for High-Pressure 
Service (ASTM A226-55T; ASME SA- 
AS rk. 

Stainless Steel Pipe ....... 

Welded and Seamless Open- “Hearth Iron 
Pipe, Specifications for (ASTM A253- 
55 es ‘ 


ho fo 
or Ort Qt 


ho 


B36.27-1956 


B36.30-1956 


B36.31-1956 


B36.32-1956 


B36.33-1956 


B36.34-1956 


B36.35-1956 


B36.36-1956 


B36.37-1956 


B36.38-1956 


B36.40-1956 


B36.41-1956 


B36.42-1956 


P1.1-1956 


B38.1-1955 


B38.2-1956 


J1,1-1956 


A2.1-1956 
A2.2-1956 
A14.2-1956 


A14,3-1956 
B7.1-1956 


Seamless Low-Carbon and Carbon-Molyb- 
denum Steel Still Tubes for Refinery 
Service, Specifications for (ASTM AI6l- 
55 T) 

Seamless Intermediate Alloy-Steel Still 
Tubes for Refinery Service, Specifica- 
tions for (ASTM A200-55T) 

Seamless Carbon-Molybdenum Alloy-Steel 
Boiler and Superheater Tubes, Specifica- 
tions for (ASTM A209-55T; ASME 
SA-209) 

Electric-Resistance-Welded Steel 
changer and Condenser Tubes, 
cations for (ASTM A214-55T) 

Welded Austenitic Stainless Steel Boiler, 
Superheater, Heat Exchanger, and Con- 
denser Tubes, Specifications for (ASTM 
A249-55T; ASME SA-249) 

Electric-Resistance-Welded Carbon-Molyb- 
denum Alloy-Steel Boiler and Superheater 
Tubes, Specifications for (ASTM A250- 
55T; ASME SA-250) 

Copper Brazed Steel Tubing, Specifications 
for (ASTM A254-55T) 

Seamless and Welded Ferritic Stainless Steel 
Tubing for General Service, Specifica- 
tions for (ASTM A268-55; ASME SA- 
268) 

Seamless and Welded Austenitic Stainless 
Steel Tubing for General Service, Specifi- 
cations for (ASTM A269-55) 

Seamless and Welded Austenitic Stainless 
Steel Sanitary Tubing, Specifications for 
(ASTM A270-55) 

Seamless and Welded Steel Pipe for Low- 
temperature Service, Specifications for 
(ASTM A333-55T; ASME SA-333) 

Seamless and Welded Steel Tubes for Low- 
temperature Service, Specifications for 
(ASTM A334-55T; ASME SA-334) 

Seamless Ferritic Alloy Steel Pipe for High- 
temperature Service, Specifications for 
(ASTM A335-55T; ASME SA-335) 


Heat-Ex- 
Specifi- 


Pulp and Paper Industry 


Pulp and Paper Mills, Safety Standard for , 


Refrigerators 


Food-Storage Volume and Shelf Area of 
Automatic Household Refrigerators, 
Method of Computing (NEMA HRF 
1-1953) 

Household Electric Refrigerators (Mechani- 
cally Operated), Test Procedures for 
(NEMA HRF2-1955) 


Rubber 


Sample Preparation for Physical Testing 
of Rubber Products, Methods of (ASTM 
D15-55T) 


Fire Tests of Building Construction and 
Materials, Methods of (ASTM E119-55),. 

Fire Tests of Door Assemblies, Methods of 
(ASTM E152-55T) 

Portable Metal Ladders, Safety Code for , . 

Fixed Ladders, Safety Code for 

Use, Care, and Protection of 
Wheels, Safety Code for the ... 


Abrasive 


30 


30 


30 


30 


30 





C1-1956 
C33.2-1956 


€33.3-1957 
C33.4-1956 
C€33.5-1956 
C€33.6-1957 
€33.7-1957 
D7.1-1956 
L1.1-1956 
P1.1-1956 
Z12.1-1957 


Z37.17-1957 


K60.6-1956 


National Electrical Code (NFPA 70) 

Transformer-Type Arc-Welding Machines, 
Safety Standard for (UL 551) 

Cord Sets and Power-Supply Cords, Safety 
Standard for (UL 817) 

Specialty Transformers, Safety Standard for 
(UL 506) 

Wire Connectors and Soldering Lugs, Safety 
Standard for (UL 486) 

Rubber-Covered Wires and Cables, Safety 
Standard for (UL 44) 

Electrically Heated Pads and Bedding, 
Safety Standard for (UL 130) 

Inspection Requirements for Motor Vehicles 

Textile Safety Code 

Pulp and Paper Mills, Safety Standard for, 

Installation and Operation of Pulverized- 
Coal Systems, Code for the (NFPA 60A) . 

Maximum Acceptable Concentration of Car- 
bon Tetrachloride 


Soaps and Detergents 


Milled Toilet Soap, 
(ASTM D455-55) 


Specifications for 


75 
50 
1.00 
75 
75 
75 
1.00 
75 
1.00 
35 


50 


K60.11-1956 
K60.12-1956 
K60.18-1956 


K60.21-1956 


L1,1-1956 
L14.13-1956 


L14.40-1956 


Soda Ash, Specifications for (ASTM D458- 
5 


(ASTM D538-55T) 

Sodium Metasilicate, 
(ASTM D537-55T) 

— and Chemical Analysis of Alka- 
line Detergents, Methods of (ASTM 
D501-55) oo... deeee 


Textiles 


Textile Safety Code ......... 

Testing and Tolerances for Cotton Yarns, 
Methods of (ASTM D180-54T) ......... 

Wool Content of Raw Wool, Laboratory 
sr’ Methods of Test for (ASTM D584- 


Thermometers 


Thermometers, Specifications for (ASTM 
E1-56) 





100 pp 
What it contains— 





STANDARDS ARE EVERYBODY’S BUSINESS 


Proceedings of the Seventh National Conference on Standards 
full text with pictures 


—Management’s views on chemical industry standards 
—Dollar savings through standards—case histories 
—Where are we in screw thread standardization? 
—New developments on slotted and tapping screws and metallic drive screws 
—How to prevent death and destruction by fire 
—The problem of steel specifications 
—Why are standards everybody's business? 
—After the standard—what next? 
—The Howard Coonley and Standards Medals 
—The urgency of standardization for atomic energy 


8x11 


$4.00 
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PRICE CHANGES 


It has been necessary to change the prices of the following American Standards listed in the 
Price List of American Standards, Spring 1956. These changes result from increased costs to the 
publisher. Please make these corrections in your copy of the Price List. 


A— Civil Engineering and Construction 


(Special = of series, $85.00, including applicable 
a 


A17.2-1945 


A40.1-1935 
A40.2-1936 
A40.4-1942 
A40.6-1943 
A40.5-1943 


A90.1-1949 
R1956 


breviation and symbol standards.) 


Elevators, Inspection of (Inspectors’ Man- 
ual) 

Cast-Iron Soi) Pipe and Fittings 

Brass Fittings for Flared Copper Tubes... . 

Air Gaps in Plumbing Systems 

Backflow Preventers in Plumbing Systems. 

Threaded Cast-Iron Pipe for Drainage, 
Vent, and Waste Services 

Manlifts, Safety Code for . 


B-— Mechanical Engineering 


(Special price of series, including applicable abbreviation 


and symbol standards, $150.00) 


@B1 — Screw Threads: 


B1.1-1949 


- BI.7-1949 
R1953 
B1.8-1952 


B2.1-1945 
B4.1-1955 


Unified and American Screw Threads for 
Screws, Bolts, Nuts, and Other Threaded 
Parts ., 3.5 

Nomenclature, Definitions, and Letter Sym- 
bols for Screw Threads .............s00- 1 

Stub Acme Screw Threads 


@ B5 — Small Tools and Machine Tool Elements: 


BScl-1947 
BS.1-1949 


B5.3-1950 


BS.4-1948 

BS.6-1941 
R1949 

BS.7-1954 


BS.8-1954 
BS.9-1954 


B5.10-1953 
B5.12-1950 


BS.14-1949 
B5.15-1950 
B5.17-1949 
R1953 
BS.19-1946 
R1953 
B5.21-1949 


B5.22-1950 
BS.25-1950 


B5.26-1950 


Milling Cutter Teeth, Nomenclature for... 1.50 

T-Slots—Their Bolts, Nuts, Tongues, and 
Cutters 1.50 

Milling Cutters, Nomenclature, Principal 
Dimensions, etc. 

Taps, Cut and Ground Threads 

MiP cos sco css be Ssvcdedeedes owe 


Circular and Dovetail Forming Tool 
Blanks ........ ws cvsdieseees Cesdeee soe- 1.50 

Chucks and Chuck Jaws ......... eae te -. 1.50 

Spindle Noses for Tool Room Lathes, En- 
gine Lathes, Turret Lathes, and Auto- 
matic Lathes ° bsenes 

Machine Tapers, Self-Holding and Steep 
Taper Series 

Twist Drills, Straight Shank and Taper 
Shank ,. 

Reamers ..... 

Involute Splines, Side Bearing 

Markings for Grinding Wheels and Other 
Bonded Abrasives 

Life Tests of Single-Point Tools Made of 
Materials Other Than Sintered Carbides . 1.00 

Straight Cut-Off Blades for Lathes and 
Screw Machines 

Single-Point Tools and Tool Posts 

Punch and Die Sets for Two-Post Punch 
Press Tools ...... eceee ee 

Involute Serrations ..... ds iccaeteneaneds 


2.50 


B5.27-1951 
B5.30-1953 
B5.31-1953 


B6.1-1932 
B6.5-1954 


B6.6-1946 


B15.1-1953 


Drill Drivers, Split-Sleeve, Collet Type ... 
Knurling 
Involute Spline and Serration Gages and 


Spur Gear Tooth Form 

Letter Symbols for 
(AGMA 111.02) 

Gear Tolerances and 
231.01, 232.01, 233.01) 

Mechanical Power-Transmission Apparatus, 
Safety Code for 


Gear Engineering 


Inspection (AGMA 


@B16— Cast-Iron Pipe Flanges and Flanged Fittings: 


B16b-1944 
R1953 

B16b1-1931 
R1952 


B16b2-1931 
R1952 
B16.1-1948 
R1953 
B16.3-1951 
B16.4-1949 
R1953 
B16.9-1951 
B16.10-1939 
R1947 
B16.11-1946 
R1952 
B16.14-1949 
R1953 
BI6.15-1947 
R1952 
B16.16-1948 
R1952 


B16.17-1949 
R1953 
B16.18-1950 
B16.19-1951 
B16.22-1951 


B16.23-1955 


B17f-1930 
R1955 


Cast-Iron Pipe Flanges and Flanged Fit- 
tings, Class 250 

Cast-Iron Pipe Flanges and Flanged 
tings (for 800-lb Hydraulic Pressure) .... 

Cast-Iron Pipe Flanges and Flanged Fi 
tings (for Maximum WSP of 25 Ib) 

Cast-Iron Pipe Flanges and Flanged 
tings, Class 125 

Malleable-Iron Screwed Fittings, 150 lb.... 

Cast-Iron Screwed Fittings, 125 and 250 Ib. 


Steel Butt-Welding Fittings 

Face-to-Face Dimensions of Ferrous Flanged 
and Welding End Valves 

Steel Socket-Welding Fittings 


Ferrous Plugs, Bushings, and Locknuts with 
Pipe Threads 
Brass or Bronze Screwed Fittings, 125 lb,. 


Cast-Iron Flanges and Flanged Fittings for 
Refrigerant Piping, Class 300 
Brass or Bronze Screwed Fittings, 250 Ib... 


Cast-Brass Solder-Joint Fittings 

Malleable-Iron Screwed Fittings, 300 Ib... 

Wrought Copper and Bronze Solder-Joint 
Fittings 

Cast-Brass Solder-Joint Drainage Fittings, . 


Woodruff Keys, Keyslots, and Cutters 


@ B18 — Bolts and Nuts: 


B18.1-1955 
B18.2-1955 
B18.3-1954 
B18.4-1950 


B18.5-1952 
B18.6-1947 


B18.8-1950 


Small Solid Rivets 

Square and Hexagon Bolts and Nuts 

Socket Head Cap Screws and Socket Set 
Screws 

Large Rivets (14 Inch Nominal Diameter 
and Larger) 

Round Head Bolts 

Slotted and Recessed Head Screws, Machine 
and Tapping Types (For partial revisions 
of this standard, see B18.6.1-1956 and 
B18.6.2-1956) 

High-Strength High-Temperature Internal 
Wrenching Bolts 


1.00 


1,00 
1.00 


1.50 
1.00 


1.00 
1.50 


1.50 


1.50 
1.50 





B18.9-1950 Z10.6-1948 Letter Symbols for Physics 
B18.10-1952 . Z10.8-1949 Letter Symbols for Structural Analysis .. , . 
Z14.1-1946 Drawings and Drafting Room Practice,.,, 2.50 
Z15.2-1938 Time-Series Charts, Manual of Design and 
Oe ; R!947 Construction . 
Z32.2.1-1949 
B27.1-1950 5 R1953 
B30.1-1943 ‘ Z32.2.3-1949 Pipe Fittings, Valves, and Piping, Graphi- 
R1952 cal Symbols for 
B30.2-1943 2Z32.2.4-1949 Heating, Ventilating, and Air Condition- 
R1952 2. R1953 ing, Graphical Symbols for 
Z32.2.5-1950 Railroad Use, Graphical Symbols for 


B33.1-1935 ; 
R1947 Z32.2.6-1950 Heat-Power Apparatus, Graphical Symbols 
fi 


B36.10-1950 Wrought-Steel and Wrought-Iron Pipe ..,, 1.50 
B40.1-1939 Indicating Pressure and Vacuum Gages ,,. 1.50 
R1953 
B46.1-1955 Surface Roughness, Waviness, and Lay .., 1.50 
B49.1-1947 Shaft Couplings, Integrally Forged Flang 
Type for Hydro-Electric Units 1.00 ik 
B56.1-1955 Industrial Power Trucks, Safety Code for, , 1.50 e | ee re eae deal Mustrations 


ae 34-page, 814 x 11 inch, 48 figures, 7 tables. This pro- 
Drawings, Symbols, Abbreviations, and Charts posed standard, developed by ASA Sectional Committee 


(See pages 45 and 46 of the price list) Y15, shows how clear, legible, and effective illustrations 
can be prepared with minimum effort. Included are: 


Z10.1-1941 Abbreviations for Scientific and Engineer- preferred illustration planning and layout practices, fac- 
ing Terms . . : tors influencing legibility of reproductions, principles 

¥10.7-1954 Letter Symbols for Aeronautical Sciences, ,. 2. common to both publication and slide copy, preparation 

¥10.12-1955 Letter Symbols for Chemical Engineering. . 1. of illustrations and copy for either still projections or 

Z10.2-1942 Letter Symbols for Hydraulics . i publications, drafting practices and materials for use in 

Z10.3-1948 Letter Symbols for Mechanics of Solid illustration work. 

R1953 Bodies d 

Z10.4-1943 Letter Symbols for Heat and Thermo- 

dynamics, Including Heat Flow 1 

















The following prices of sets of American Standards reflect price changes above plus the cost of 
new American Standards approved by the American Standards Association since the issuance 
of the Spring 1956 Price List: 


(EFFECTIVE AS OF JULY 1, 1957) 


Complete set of all American Standards (not including binders) 
Special Series 
Civil Engineering and Construction (pp 21-26) 
Electrical Engineering (pp 29-35) and Acoustics (pp 49-50) 
Mechanical Engineering (pp 26-28) 
Photography and Motion Pictures (pp 40-45) 
Safety Standards (pp 52-54) 


Page numbers refer to American Standards Price List and Index, Spring 1956 











NOTE 
For general information, symbols, etc, please refer to Price List and Index of American 
Standards, Spring 1956. 
A handling charge of 50 cents is applied to all orders not accompanied by remittance. 
Users of the Price List and Supplement should consult both documents to insure up-to-date 


information. 


AMERICAN STANDARDS ASSOCIATION 


INCORPORATED 
70 EAST FORTY-FIFTH STREET 
NEW YORK 17, NEW YORK 





